iW-RainboW-G27S

i.MX8 Quad Max/Quad Plus Pico ITX SBC SHEET METAL ENCLOSURE
ORDERING PART NO: iW-EN-ALU-SM01
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Fig 1.6: VIEW FOR REFERENCE
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3 ) TABLE1.1: TIM SPECIFICATIONS
% MATERIAL SILICONE RUBBER BASED
Oc THERMAL PAD
THERMAL
© o CONDUCTIVITY 12.5W/mK
BOW -2 ] il? FLAME RATING ___|V-0 AS PER UL 94
W[ HARDNESS 50 Shore 00
Thoddtng ‘ WORKING TEMP. __ |-50~+150 °C
d ROHS YES
- 107.53 _ 3471
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TABLE1.2: FASTENERS DETAILS
{E——— 3 FASTENERS DESCRIPTION QUANTITY
1 M3X5 PAN
@ | [ PHILLIPS SCREW 4
J [ o | M2.5X5 CSK
we== [HOm ﬂgh J - SCREW 8
[o g 20 OUTPUT
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THIS DRAWING SHEET IS PROPERITORY OF | MATERIAL : ENCLOSURE:AL 5052-H32 ALLOY WEIGHT: - 9
. HEAT SINK _:AlL 6061-T6 ALLQY
IWAVE SYSTEMS TECHNOLOGIES Pvt. Ltd. FINISH : TOP ENCLOSURE : LIGHT GRAY POWDER COATING
NOTES: GENARALTOLERANGES - ' BOTTOM ENCLOSURE: DARK GRAY POWDER COATING
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